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® Taking the Magnetic Technology to New Heights!
B& H The Largest Manufacturer of Magnetic Equipment in China.

LONGJI MAGNET CO., LTD.
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|
"H$ W % () #$ 08 ' $*

LONGJI MAGNET CO., LTD.



Brief Introduction

The largest manufacturer of magnetic equipment in China.

Established in 1993.

1S09001 registered by the National Quality Assurance Company of UK.
240 empl oyees.

Covers 40 thousand square meters approx.

Unique Strength

Strong foundation of technical expertise.

Advanced facilities on hand for manufacturing and testing.

A highly skilled team of engineers with wide experience in magnetic, mechanical and electric design.
Fast, effective and client-oriented service system.

Well equipped and fully computerized managing and designing departments.

Enterprising and able |eader-ship with long-term strategic thoughts and outstanding managing
abilities.

Main Products Markets Status

- Permanent Magnetic Separators - US$ 7 Million turnover in 2002.
Electro Magnetic Separators - Covers nearly 40% of Chinese markets.
Magnetic Head Pulleys - Products are exported to lots of foreign countries.
Drum Separators
Wet Drum Separators L ocation & Contact

Lifting Magnets

Magnetic Sweepers & Brooms

Grate Magnets !
Metal Detectors "#$ "W % () #$ %R ' B*
Other products designed and produced

according to the requirements of the

clients.
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RCY-C Permanent Magnetic Separators
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Installed above the conveyor to remove scrap iron buried in thick material layer.

Equipped with atough, vulcanized rubber belt to remove scrap irons continuously.

High power rare earth magnets used.

Optional magnetic force at the suspension height rated: 500Gs, 700Gs, 900Gs, 1200Gs, 1500Gs or above, which
will be determined by the requirements of the client.

Optional stainless steel cladding belt.

Heavy-duty construction.

Compact design.

Electric motor with chain drive transmission.

Departure of the belt can be rectified automatically.

Low noise. Low maintenance, much power saved.

Can be suspended either crossbelt (perpendicular to the product flow) or inline (parallel above the product flow.)
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Technical Parametersof RCY-C
lter 1 Height Magnetic Catching Working Driven Cutline Dimensic mm Weight
Intensity at SHR| Ability Style  Power
Model P mT kg kw A R ¢ I E F kg
RCY—CS5C 500 1 5¢ >70 | 1970 903 | 722 | 620 | 647 880
| 156 |
-~ n | |
RCY-CB5 650 200 >70 2110 [ 1053 722 170 797 | 830
! t 451
RCY—CBO | 80D 250 >70 2.2 | 2320 (1263 722 | 870 | 997 1100
| | | I
RCY-C100 | 1000 ‘ 300 »70 . |30 | 2680 1453 803 |1120 | 1190 1710
18 - | —
RCY—C120 | 1200 450 e | ol g 2890 1713 868 | 1320 | 1430 ‘ | 2292
| <4.° =
| 8 |40 ! | 515 |
RCY-C140 | 1400 | | 400 =70 ‘ 3090 |1913 @68 [1520 | 1630 | | 3080
‘ {
I C16 600 4 =70 5.6 | 3310 214 55 | 1786( 18572 | 413C
- | 580 |
RCY-C1 8 50( =72 75 354( 10f 204 213( 8100
RCY-C200 | 2000 5 =72 7.5 | 451C 1020 | 2350 | 2400 | 780 |11300
(For Reference Only)

Longji Magnet Co., Ltd.



RCY-K Self-cleaning Permanent Magnet Separators
with Stainless Stedl Cladding Belt
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Suitable for concrete recycling, construction, demolition and waste processing.
3mm or 5mm stainless steel cladding belt.

Heavy-duty drive package.

Withstand worst working conditions.

Technical Parameters of RCY-K

(For Reference Only)

Longji Magnet Co., Ltd.



RCY-Q Light-duty Self-cleaning
Permanent Magnetic Separators
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Technical Parametersof RCY-Q

(For Reference Only)

Longji Magnet Co., Ltd.



RCDA Plate Electromagnetic Separator s
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Especially suitable for outdoors installation and different kinds of dust environment.

The electro wire core has been fabricated under special treatment, which makes the equipment to have
unique features like anti-oxidation, anti-rust, better insulation, large area for heat releasing low
temperature rise, and better refrigeration performance, etc.

Equipped with fan-cooling system.

Optiona magnetic force at the suspension height rated: 500Gs 700Gs, 900Gs, 1200Gs, 1500Gs €tc.

Technical Parameters of RCDA

(For Reference Only)

Longji Magnet Co., Ltd.



RCDB Plate Electromagnetic Separators
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Suitable for different kinds of material feeding conditions, especially for worse conditions.
Small volume. Light weight. Compact structure.
Maintenance free. No noise.

Better heat releasing. Low temperature rise.
Optional magnetic force at the suspension height rated: 500Gs, 700Gs, 900Gs, 1200Gs, 1500Gs €tc.

Technical Parameters of RCDB

(For Reference Only)

Longji Magnet Co., Ltd.



RCDC Sdlf-cleaning Electromagnetic Separators
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Installed above the conveyor to remove scrap iron buried in thick material layer.

Equipped with atough, vul canized rubber belt to remove scrap irons continuously.

High-quality Aluminum or Copper wire used.

Optional magnetic force at the suspension height rated: 500Gs, 700Gs, 900Gs, 1200Gs, 1500Gs or
above which will he determined by the requirements of the client.

Equipped with fan-cooling system.

Heavy-duty construction. Compact design.

Electric motor with chain drive transmission.

Departure of the belt can be rectified automatically.

Low noise. Low maintenance, much power saved.

Can be suspended either crossbelt (perpendicular to the product flow) or inline (parallel above the
product flow).

Technical Parameters of RCDC

(For Reference Only)

Longji Magnet Co., Ltd.



RCDD Self-cleaning Electromagnetic Separators
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Installed above the conveyor to remove scrap iron buried in thick material layer.

Equipped with atough, vulcanized rubber belt to remove scrap irons continuously.

High-quality Aluminum or Copper wire used.

Optional magnetic force at the suspension height rated: 500Gs, 700Gs, 900Gs, 1200Gs, 1500Gs or
above which will be determined by the requirements of the client.

Optional stainless steel clad belt.

Heavy-duty construction. Compact design.

Electric motor with chain drive transmission.

Departure of the belt can be rectified automatically.

Low noise. Low maintenance.

Can be suspended either crossbelt (perpendicular to the product flow) or inline (parallel above the
product flow).

Technical Parameters of RCDD

(For Reference Only)

Longji Magnet Co., Ltd.



RCDE/F Oil-cooling Electromagnetic Separators
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Perfect design for getting maximum magnetic strength.

High-quality Aluminum or Copper wire wound under strict procedure to achieve powerful, oil-cooled
electromagnet continuous running.

Reliable, durable belt with rubber cleats.

Equipped with full function control box, which is made of € ectric components produced by world-
famous suppliers such as Siemens, Schneider and Chint.

High-quality cooling oil and optimized oil circulating design makes |ower temperature rise.

RCDE RCDF

Technical Parameters of RCDE/RCDF Oil-cooling Electr omagnetic Separ ator

(For Reference Only)

Longji Magnet Co., Ltd.



PDC Disc Electromagnetic Separators
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Suitable for different kinds of material feeding conditions, especially for the worse conditions.
Small volume. Light weight. Compact structure.
Maintenance free.

No noise. Better heat releasing. Low temperature rise.
Manua control or remote control.

Optional magnetic force:500Gs, 700Gs, 900Gs, 1200Gs, I500Gs or above.

Technical Parameters of PDC

(For Reference Only)

Longji Magnet Co., Ltd.



Assembling & Suspension
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Steel lasso, steel wire rope or steel haulm can be chosen to suspend the equipment. The capacity of the
suspension device to be chosen will be determined according to the equipment weight.
How and where to suspend? Please refer to the illustration diagrams below:

In linewith the conveyor’s belt

Acrossthe conveyor’s belt

SpareParts

For the self-cleaning separators, either permanent or electro we'll provide the spare parts mentioned below
to our client when they want to alter these parts. Within the quality-guarantee period, we'll provide these
parts without any charge
Bearings on both ends of the driven and the supporting drums.
Supporting Pulleys.
Chains and Chain wheels.

Lubrication

For the self-cleaning separators, either permanent or electro, these mechanical parts mentioned below need
to be lubricated after a span of time (Normally every 5 or 6 months. For lubricating the chain wheel, the period is 1

week.)
Motor Power 1.5kw \ 2.2kw 3kw \ akw ] 5.5kw
Lubrication Oil | Esso (Spartan EP68) Esso (Spartan EP100 or EP150)
If you have questions about |ubrication please don’t hesitate to contact us at 86-413-6700029 fax us or
send us email.

Longji Magnet Co., Ltd.



LWM-1 Lifting Magnets
(Normal Temperature Tolerance)
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We produce diverse kinds of lifting magnets in large
guantities every year. Round or rectangular. Welded or cast. Land use
or diving. Normal temperature tolerance or high temperature tolerance.
Single or cascade. When you needs lifting magnet, please call us.
You'll dways hold awinning hand if you use Longji lifting magnets!

Technical Specifications Voltage Rated 200DC Working Duration (TD): 60%

LMW1 LMW1 LMW1 LMW1 LMW1 LMW1 LMW1 LMW1 LMW1 LMW1

Model -70 -90 -110 -130 -150 -165 -180 -185 -210 -240
A
5
. B
) mm
z
(0]
=
= D
=i
(e}
E
Weight kg
Cool-state Current  |A
Power Consumption [kw

Steel Sphere

Casting Iron
(Coal / Hot)

Steel Remainder
(Cool / Hot)

Lifting Capacity

Scrap
(Coal / Hot)

Cable Connector

Cable Rall

Cable

Auxiliary Device

Rectifying Control
Box

Super-strong excitation 290V DC for starting to lift, 200V DC for transporting.

Longji Magnet Co., Ltd.



Wet Drum Separators
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For heavy media processing especially for coal preparation industry to recover magnetite and other highly
magnetic fines from aliquid surry.

High—power permanent magnets assembled and fixed inside.

Replaceable stainless steel wear cover.

Magnetic particles adhere to the revolving shell until they are out of the magnetic field, where they are
automatically discharged.

Single-drum, double-drum or multi-drum.

The standard double-drum separator is concurrent primary, counter-rotation secondary in a vertical arrangement.
A staggered or offset double drum arrangement is available in either a concurrent/concurrent or
concurrent/counterrotation design.

Optional surface magnetic intensity.

If you want to know more about our high-efficiency heavy media wet drum separator, please contact usimmediately.

Longji Magnet Co., Ltd.
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Client’s Feedback

Knowing better about the working conditions listed below will of great help to choose
the appropriate magnetic separator. Especialy for choosing self-cleaning separators.

Bulk Materials Handled:
Tons per hour: Density:
Lump Size: (Max.) (Min)
Equipment to be protected:
Operation hours per day:

Transport Method: Belt Conveyor

Width: mm Speed: m/s Trough Idlers:
Max. Burden Depth: mm Head Pulley Diameter: mm
Conveyor Incline: Suspension Height Required: mm

Cross-Belt or In-Line?
Tramp Iron: Size: (Max.) (Min)
Tramp Iron Shape:  Hex Nut( ) Cube( ) Rod( )

Plate( ) Sphere( )

Max. length of tramp iron to be removed:

Working Spot Conditions: Indoor( ) Outdoor( )
Power Supply: AC Volts Phase Hertz

WEe're looking forward to your feedback.
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Magnetic Head Pulley

Tube Magnet

M agnetic Sweeper

Other Products
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Catch Magnet

M anual-cleaning Per manent Separ ator

M agnetic Broom

Longji Magnet Co., Ltd.



Other Products
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Suspended M agnet

Battery Lifting Magnet

Control Box

Longji Magnet Co., Ltd.
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Grid Magnet

Mesh Magnet

Bandly Permanent Lifter



Other Products
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Rectangular Lifting Magnet Auto Releasing Lifter

De-magnetizer Super-strong Drum Separ ator

Lifting Magnet
Tunnel Magnet (Chain free. For strait space use.)

Longji Magnet Co., Ltd.



Longji Magnet Co., Ltd.
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